
Penetration of                                        Type            Construction part                             Fire resistant class           

PVC-pipes in bundle

Plastic pipes * 

Cellular rubber insulated metal pipes

Outer diameter 50 - 110 mm                              

FIELD OF APPLICATION

   125 - 160 mm                    

Pipe-in-pipe, plastic, in bundle

** The size of the collar adjusts to the outer dimension of the insulation.

PEX-AI-PEX-pipes

EI 60-90
EI 60-120

EI 60-90

EI 60-90
EI 60-120

EI 60-90

EI 60-90
EI 60-90

Plaster wall and concrete floor
Solid wall and concrete floor

Plaster wall, solid wall and concrete floor

Plaster wall, solid wall and concrete floor

S35/50-110

S35/50-110

S35/50-110 

S60/**
S60/**

S35**

Total outer diameter ≤ 

Outer diameter ≤ 

Steel pipe, outer diameter ≤  
Copper pipe, outer diameter ≤ 42 mm  

110 mm

114,3 mm

110 mm

Technical data sheet for

NOVAPIPE S
PRODUCT DESCRIPTION
NOVAPIPE S is an intumescent pipe collar with 
a high performance intumescent sealing material 
- NOVAFLEX - bonded to the inside of a stainless 
steel sleeve.

SPECIAL PROPERTIES
When exposed to high temperatures derived from 
flames or intensive heat radiation from fire the 
intumescent material expands many times its own 
volume to fill the void left by softening plastic pipe.

ADDITIONAL DATA
Sleeve material:      Stainless steel

APPROVALS
According to different national standards, consult 
Protega AB or retailer for additional information.

* Plastic pipes: PVC, PVC-C, PP, PE, PE-X, ASA, and PB

PVC-pipes
Outer diameter 50 - 110 mm                              

   125 - 160 mm                    

S60/125-160 Plaster wall, solid wall and concrete floor EI 60-90

EI 60-120Solid wall and concrete floorS35/50-110

S60/125-160 Solid wall and concrete floor EI 60-120

Plaster wall and concrete floor 

Plaster wall, solid wall and concrete floor
Plaster wall, solid wall and concrete floor

Solid wall and concrete floor

Aluminium reinforced plastic pipes Ø ≤ 50 mm
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APPLICATION

Adapt the diameter of the opening gap to the outer 
diameter of the penetrated pipe

Open the collar och assemble it around the penetrated 
element.

Push the collar towards the construction part and 
secure the collar with appropriate screws, bolts or 
metal expander.
 
The collar should be installed on both sides of the 
partition wall resp. underside floor.

If the collar is used for fire sealing of plastic pipes made 
up to bundles, the void between pipes can be sealed 
with NOVAFLEX or NOVATHERM SP

Lock the collar by sliding the fixing tongue through the 
slit and folding it 180° backwards.

1.

2.

4.

3.

All information in this sheet is to be considered as guidelines collected from technical tests and practical knowledge of the product. 
This information may not be used as a basis or verification for other tests or systems. Protega AB is not responsible for other application 
fields or incorrect handling. The user must ensure that the last revision of this document is used. Please check on www.protega.se

Protega AB, Verkstadsgatan 6B, SE-231 66 Trelleborg, Sweden
Tel +46 (0)410 567 80            Fax +46 (0)410 567 89
E-mail info@protega.se  www.protega.se
        

The penetration shall be marked with a label that 
specifies the type description of the sealing, fire
resistant class, manufacturer, contractor and the 
date for the installation.

Labels can be obtained by PROTEGA AB or
local dealer.


